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1 Introduction tothe WBE Enhancements

This document is one of acollection of reportsfor Project 2.6: Enhancement of the Whole-Building
Diagnostician (WBD). It documents parts of the task to enhance the Whole-Building Energy (WBE)
Module to support tracking a greater variety of energy variables and increasing the flexibility of the models
used for normalizing values of those variables. This report summarizes the technical elements and results
of the work performed. Instructionsfor using the WBE are provided in the Instructions for Configuration
of the Whole-Building Diagnostician Software.

Section 2 of this report provides a brief description of the WBE and the enhancements devel oped under this
project. Section 3 provides atable of key software bugs fixed after initially implementing the
enhancements, and Section 4 provides a brief description of the method used as the basis for modeling
expected energy consumption.
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2 WBE Background

The WBE modul e tracks energy end uses at the whole-building level, specificaly total building energy,
electric energy, thermal energy, heating, ventilation, and air conditioning energy, and chiller energy.
Analysisresults are presented as an Energy Consumption Index (ECI) for each day. The ECI istheratio of
actual energy consumption to expected energy consumption. The values of excepted energy consumption
are generated by amodel that performs statistical analysis of abaseline set of historica data collected from
the building or systems. Statistical properties of the expected value are compared to the actua value to
determine whether the actual measurement is significantly different. In general, the baseline model uses
time of day, day of the week, outdoor-air dry-bulb temperature, and relative humidity as independent
variables.

The aobjective of thistask was to develop an enhanced WBE so that advanced users can add other
independent variables, such as occupancy and plug loads, to the models. The enhanced capabilities are as
follows:

Enable the user to specify any independent variable (not just date, time, temperature and humidity)
in the models

Allow the tracking of any variable (not just whole-building thermal and electric meter readings)
Manage the collection of datafor all the variables now supported

Enhance the user interface to support the enhanced features.

These enhancements provide aflexible tool for monitoring and diagnosing whole-building and system-
level energy consumption in new and existing commercial buildings of all sizes.
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3 WBE Software Bugs Fixed
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Description of
Enhancement

All data units
will be displayed
with aright-
mouse click in
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channél” box.
Adding anew
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“new” onthe
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Changein Screen Image
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Description of
Enhancement

Existing valuein
the configuration
screens remains
in the dialogue
box should you
decide not to
change the entry.
Prior to thisfix,
the value was
disappearing if
you clicked on
the background
white space.

Added a“Close’
button to the
ECI detailed
problem tab.

The
configuration
item of the
network object
isnow being
displayed.
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Changein Screen Image
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Description of
Enhancement

Using the data
collection
feature to set up
data channels
will no longer
cause duplicates
inthe

Channel Config
table.

Baslink is now
ableto reprocess
raw data without
manually
clearing the
LastPoll fieldin
the

Channel Config
table.

No change in user interface.

Changein Screen Image
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Description of Changein Screen Image
Enhancement

The reliability
column on the
Destination tab
under data
collection will
now hold avalue
of 100%.
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Description of
Enhancement

Attempting to
display a
message that
does adatabase
lookup on a
“null” field will
not crash the
WBD.

When displaying
acorrupt
database in the
tree, the
remaining
objects below
the corrupt
database will
now be

displayed.

Changein Screen Image
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Description of
Enhancement

A user now has
aread-only
status to view
thefile
configuration
settings. The
user isunableto
change any
setting without
beingin Admin
or Expert mode.

Data collection
column values
no longer
populate
themselves back
onto thelist.

Changein Screen Image
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Description of
Enhancement

The Building
Automation tab
now reflectsthe
same settings as
in the Data
Collection
Logged and
Conditional
properties under
the Palling tab.

Changein Screen Image
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4 Methodology for Multi-Variate Whole-Building Ener gy
Diagnostics

Determining whether actual building energy useis as expected requires a model of building end-use energy
consumption. Such amodel is used to produce expected consumption against which actual consumptionis
compared. The result of the comparison is then used to indicate to building operators whether actual
building energy usage is abnormal and requires further investigation. Several modeling techniques have
been employed to produce expected energy use for a given set of conditions. Thisreport documents the
current modeling technique used in the Whole-Building Energy Diagnostician (WBE) and the changes
proposed to make the modeling technique work better for buildings other than the class of light commercial
and office buildings for which it was originally designed.

The ASHRAE Handbook of Fundamentals (ASHRAE 1997) specifies that a bin-method is an energy
estimating technique wherein energy usage for different temperature intervals and time periodsis evaluated
separately. Hours of the day, days of the week, and outdoor conditions are grouped to form binsfor which
energy usageis calculated. For example, typical daily hour bins might be three 8-hour binsfor 12 amto 8
am, 8 amto 4 pm, and 4 pmto 12 am. Temperature bins might be for 5°F increments in temperature.

For a bin-based energy model, the energy usage for each bin is calculated and multiplied by the number of
hoursit occurs during the year. When the results are summed over all bins, the result yields atotal annual
energy usage for abuilding.

This method is preferred over the simpler use of degree-day energy estimating because it is better at
considering the variations in system efficiency in response to load variations, occupancy and outdoor
conditions.

The method used by the WBE for estimating energy use in a building (whole building or partial end-use
load) based on its past performance during a baseline period is called a bin method, although it is basically
the reverse of the ASHRAE-type process described above. Inthe WBE we essentially bin the |oads
(instead of the hours) into bins defined by temperature, relative humidity (RH), and hour of week--a three-
way split. Instead of counting hours, we essentially average the energy use in each bin. Thus, the baseline
model reflects the building’ s or end-use’ s time-of day and day-of-week schedule, and the influence of
outdoor temperature and relative humidity.

If we used the same size bins as in the previous example, there would be 27,216 bins (24 hours per day x 7
days per week x 18 temperature intervals x 9 relative humidity intervals). Thiswould require data from too
long atime period or take far too long to populate with hourly datato be practical.

The WBE® pseudo-bin method introduces a few significant variations on the basic concept of abin
method—hence, the term pseudo-bin. First of all, it does not pre-compute the population of loadsin each
bin. Instead, it uses“dliding” bins, created “on-the-fly.” For example, assume the temperature bins are 5°F-
wide, and the RH bins are 10%-wide. Then, if it is9 am on aMonday and the current temperature and
relative humidity are 58°F and 61%, the WBE's baseline load estimate is the median of all the loadsin the
baseline period that meet the following criteria: hour of week = 33, temperature = 58°F+2.5°F and RH =
61%+5%.

Tests against field data have shown that model s using bin medians produce more stable expected loads than
those using bin averages, particularly when the number of observationsin abinis small or many of the
loads are zero. Therefore, we use bin medians to represent expected energy consumption for conditionsin
each bin.

The advantage of diding binsisthat they produce a smooth energy-use trajectory as conditions change,
instead of the lumpy, step-wise changesin loads that would result if you crossed the boundary from one
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fixed bin to another. In addition, siding bins require less data because the data are used for more than one
bin and the bins can be somewhat wider to include more data points but without alossin accuracy.

Overall the WBE's energy bin method does not assume alinear (or any prescribed functional) response of
energy to the input variables. It is completely free to follow the empirical data without mathematical
constraints. Further, like a neural-net, it ignores variables that don’'t explain the energy consumption’s
variations.

The WBE’ s bin method can be generalized to any variable and any number of explanatory variables. For
example, many industrial loads have nothing to do with either time of day or day of week. So, those
variables can be replaced with others that might be useful in explaining aload. Thisiswhat we mean by a
generic pseudo-bin method--it is a varying multi-way split--purely statistical and unrelated to any a priori
variables, such as weather.
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